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Chenzhou NPP Power Co.,Ltd
RING ROAD,5 INDUSTRIAL PARK,ZIXING CITY,HUHAN,CHINA

Sample Name : SEALED LEAD ACID BATTERY

Trade Mark : /

Basic Model No. : 12V250Ah

Series Model No. :

12V1.2Ah-12V260Ah,HR1221W-12850W,FT12V50Ah-FT12V250Ah,
NPG12V18Ah-NPG12V250Ah,12V1.2Ah,12V1.3Ah,12V2.0Ah,12V2.2Ah,
12V2.3Ah,12V2.9Ah,12V3Ah,12V3.3Ah,12V3.4Ah,12V3.5Ah,12V4Ah,
12V4.5Ah,12V5Ah,12V6Ah,12V7Ah,12V7.2Ah,12V7.5Ah,12V8Ah,
12V8.5Ah,12V9Ah,12V10Ah,12V12Ah,12V14Ah,12V15Ah,12V17Ah,
12V18Ah,12V20Ah,12V22Ah,12V24Ah,12V26Ah,12V28Ah,12V33Ah,
12V35Ah,12V38Ah,12V40Ah,12V42Ah,12V45Ah,12V50Ah,12V55Ah,
12V60Ah,12V65Ah,12V70Ah,12V75Ah,12V80Ah,12V84Ah,12V88Ah,
12V90Ah,12V100Ah,12V110Ah,12V120Ah,12V134Ah,12V140Ah,
12V150Ah,12V160Ah,12V180Ah,12V200Ah,12V220Ah,12V250Ah,
12V260Ah,HR1221W,HR1224W,HR1234W,HRL1235W,HR1251W,
HR1276W,HR12100W,HR12110W,HR12130W,HR12160W,HR12200W ,
HR12280W ,HR12330W ,HR12390W ,HRL12390W,HR12475W,
HR12520W,HR12800W,HR12850W,FT12V50Ah,FT12V55Ah,FT12V75,
FT12V100Ah,FT12V105Ah,FT12V105Ah,FT12V125Ah,FT12V150Ah,
FT12V155Ah,FT12V165Ah,FT12V180Ah,FT12V200Ah,
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Section 1-Chemical Product and Company Identification

Product Name SEALED LEAD ACID BATTERY

Nominal Voltage 12V

Rated Capacity 250Ah

Manufacturer Chenzhou NPP Power Co.,Ltd

Manufacturer
Address RING ROAD,5 INDUSTRIAL PARK,ZIXING CITY,HUHAN,CHINA

Emergency Telephone 0735-3200999

Fax 0735-3200999

E-mail 345360172@qq.com

Section 2- Hazards Identification
Health Hazard The batteries are not hazardous when used according to the instructions of

manufacturer under normal conditions. In case of abuse, there’s Hazard of rupture, fire,
heat, leakage of internal components, which could cause casualty loss. Abuses including
but not limited to the following cases: charged for long time, short circuited, put into fire,
whacked with hard object, punctured with acute object, crushed, and broken.

Section 3- Composition Information

Chemical Composition CAS No. Weight(%)

Lead 7439-92-1 57%

Lead dioxide 1309-60-0 22%

Sulfuric acid 7664-93-9 14%

Other -- 7%

Section 4- First Aid Measures

Eye
In case of contact with battery contents, immediately lift eyelids, flush with running water
for at least 20 minutes, and seek medical attention.

Skin
In case of contact with battery contents, remove contaminated clothing and footwear,
rinse immediately with running water for at least 20 minutes, and seek medical attention.

Inhalation
If inhaled, remove immediately from the scene to fresh air, give oxygen if breathing is
difficult, and seek immediate medical attention.
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Ingestion
If you have ingested battery material, do not induce vomiting, drink at least two glasses
of milk or water if the person is conscious, and seek medical attention immediately.

Section 5- Fire Fighting Measures

Characteristics of
Hazard

Combustion may produce irritating, corrosive or toxic gases.

Hazardous
Combustion Products

Carbon dioxide.

Fire-extinguishing
Methods and
Extinguishing Media

For small fires, use water spray, dry chemical, carbon dioxide or chemical foam.

Attention in
Fire-extinguishing

Wear self-contained breathing apparatus in pressure-demand, MSHA/NIOSH (approved
or equivalent) and full protective gear.

Section 6- Accidental Release Measures

Personal Precautions,
protective equipment,
and emergency
procedures

In case of rupture. Attention! Corrosive material. Avoid contact with skin, eyes and
clothing. Ensure adequate ventilation. Use personal protective equipment as required.
Evacuate personnel to safe areas. Keep people away from and upwind of spill/leak.
Refer to protective measures listed in Sections 7 and 8.

Environmental
Precautions

Prevent product from contaminating soil and from entering sewers or waterways.

Methods and materials
for Containment

Stop the leak if safe to do so. Contain the spilled liquid with dry sand or earth. Clean up
spills immediately.

Methods and materials
for cleaning up

Absorb spilled material with an inert absorbent (dry sand or earth). Scoop contaminated
absorbent into an acceptable waste container. Collect all contaminated absorbent and
dispose of according to directions in Section 13. Scrub the area with detergent and
water; collect all contaminated wash water for proper disposal.

Section 7- Handling and Storage

Handling
The battery may explode or cause burns, if disassembled, crushed or exposed to fire or
high temperatures. Do not short or install with incorrect polarity.

Storage
Store in a cool, dry, well-ventilated area away from incompatible substances. Store
locked up. Keep out of the reach of children.

Other Precautions
In case of rupture. Handle in accordance with good industrial hygiene and safety
practice. Avoid contact with skin, eyes or clothing. Use personal protection equipment.

Section 8- Exposure Controls/Personal Protection

Engineering Controls
Store lead/acid batteries with adequate verntilation.Room ventilation is required for
batteries utilized for standby generation.Never recharge batteries in an unventilated,
enclosed space.
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Work Practices

Do not remove vent caps.Follow shipping and handing instructions that are applicable to
the battery type.To avoid damage to terminals and seals,do not double-stack industrial
batteries.

Respiratory Protection

None required under normal handing conditions.During battery formation (high-rate
charge condition),acid mist can be generated which may cause respiratory
irritation.Also,if acid spillage occurs in a confined space,exposure may occur.If irritation
occurs,wear a respirator suitable for protection against acid mist.

Eyes and Face Chemical splash goggles are preferred.Also acceptable are “visor-gogs” or a chemical
face shield worn over safety glasses.

Hands,Arms,Body Vinyl coated,VC,gauntiet type golves with rough finish are preferred.

Other Special Clothing
and Equipment

Safety shoes are recommended when handing batteries.All footwear must meet
requirements of EN ISO 20345:2011.

Section 9- Physical and Chemical Properties

Physical State

Appearance: Square

Color: LightGray

Odour: Odourless

pH Not applicable as supplied.

Flash Point Not applicable unless individual components exposed.

Flammability Not applicable unless individual components exposed.

Relative density Not applicable unless individual components exposed.

Solubility (water) Not applicable unless individual components exposed.

Solubility (other) Not applicable unless individual components exposed.

Section 10- Stability and reactivity

Stability The product is stable under conditions described Section 7

Conditions to Avoid Mishandling, open flame, high temperature, mechanical abuse, overcharging, prevention
of short circuit and prevention of movement that can lead to short circuit.

Incompatible Materials Flammable materials, organic substances, reducing agents, metals, strong oxidizers,
alkalis and water.

Hazardous
Decomposition
Products

Metal oxides, sulfur oxides, sulfuric acid mist, etc.

Possibility of
Hazardous Reaction

Not Available
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Section 11 – Toxicological Information

Under normal operating conditions,the internal material will not be hazardous to your health.Only internally exposed
material during production or case breakage or extreme heat (fire) may be hazardous to your health.

Routes of entry:

Installation Acid mist from formation process may cause respiratory irritation

Skin contact Acid may cause irritation,burns and/or ulceration

Eye contact Acid may cause sever irritation,burns,cornea damage and/or blindness

Ingestion Acid may cause irritation of mouth,throat,esophagus and stomach

Sign and Symptoms of Over Exposure:

Acute effects
Over exposure to lead may lead to loss of appetite,constipation,sleeplessness and
fatigue.Over exposure to acid may lead to skin irritation,corneal damage of the eyes and
upper respiratory system.

Chronic effects Lead and its components may cause damage to kidneys and nervous system.Acid and
its components may cause lung damage and pulmonary conditions.

Potential to cause
cancer

The interational agency for research on cancer has classified “strong inorganic acid mist
containing sulfuric acid” as a category 1 carcinogen,a substance that is carcinogenic to
humans.This classification does not apply to liquid forms of sulfuric acid or sulfuric acid
solutions contained within a battery.Inorganic acid mist is not generated under normal
use of this product.Misuse of the product,such as overcharging,may however result in
the generation of sulfuric acid mist.

Section 12- Ecological Information

California proposition 65:
The state of california has determined that certain battery terminals and related accessories contain lead and lead
compounds,chemicals known to the state of california to cause cancer and reproductive harm.
Warming:Wash hands thoroughly after handing batteries.

Section 13- Disposal Considerations

Waste disposal
method

Battery electrolyte(acid):neutralize as above for a spill,collect residue,and place in a
drum or suitable container.Dispose of as hazardous waste.Do not flush lead
contaminated acid to sewer.

Batteries Send to lead smelter for reclamation following applicable federal,state and local
regulations.Product can be recycled along with automotive (SLI) lead acid batteries.

Section 14 – Transport Information

This product has passed the vibration test, differential pressure test and 55°C leakage test in accordance with
Special Provisions 238(a) and (b) of the UN Model Regulations for the Transport of Dangerous Goods (21st).

RID/ADR(version
2023） This product is not restricted under RID/ADR special provision 238
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IATA DGR(version 64） This product is not restricted according to IATA DGR special regulation A67

IMO IMDG
CODE(version 2020） This product is not restricted according to IMO IMDG CODE special provision 238

Section 15- Regulatory information
Law information
《Dangerous Goods Regulations》
《Recommendation on the Transport of Dangerous Goods Model Regulations》
《International Maritime Dangerous Goods》
《Technical Instructions for the Safe Transport of Dangerous Goods》
《Classification and code of dangerous Goods》
《Occupational Safety and Health Act》(OSHA)
《Toxic Substance Control Act》(TSCA)
《Consumer Product Safety Act》(CPSA)
《Federal Environmental Pollution Control Act》(FEPCA)
《The Oil Pollution Act》(OPA)
《Superfund Amendments and Reauthorization Act TitleIII (302/311/312/313)》(SARA)
《Resource Conservation and Recovery Act》(RCRA)
《Safety Drinking Water Act》(CWA)
《California Proposition 65》
《Code of Federal Regulations》(CFR)
In according with all Federal, State and local laws.

Section 16- Other Information

The information above is believed to be accurate and represents the best information currently available to us.
However, TOBY makes no warranty of merchantability or any other warranty, express or implied, with respect to
such information, and we assume no liability resulting from its use. Users should make their own investigations to
determine the suitability of the information for their particular purposes. Although reasonable precautions have been
taken in the preparation of the data contained herein, it is offered solely for your information, consideration and
investigation. This material safety data sheet provides guidelines for the safe handling and use of this product; it
does not and cannot advise on all possible situations, therefore, your specific use of this product should be
evaluated to determine if additional precautions are required.


